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Environmental Protection Agency § 261.24 

(D) According to data on file with the 
Pipeline and Hazardous Materials Safe
ty Administration in the U.S. Depart
ment of Transportation (see Note 3), it 
has been determined that the material 
does not present a hazard in transpor
tation. 

(b) A solid waste that exhibits the 
characteristic of ignitability has the 
EPA Hazardous Waste Number of D001. 

NOTE 1: A description of the Bureau of Ex
plosives’ Flame Projection Apparatus, Open 
Drum Apparatus, Closed Drum Apparatus, 
and method of tests may be procured from 
the Bureau of Explosives. 

NOTE 2: As part of a U.S. Department of 
Transportation (DOT) reorganization, the Of
fice of Hazardous Materials Technology 
(OHMT), which was the office listed in the 
1980 publication of 49 CFR 173.300 for the pur
poses of approving sampling and test proce
dures for a flammable gas, ceased operations 
on February 20, 2005. OHMT programs have 
moved to the Pipeline and Hazardous Mate
rials Safety Administration (PHMSA) in the 
DOT. 

NOTE 3: As part of a U.S. Department of 
Transportation (DOT) reorganization, the 
Research and Special Programs Administra
tion (RSPA), which was the office listed in 
the 1980 publication of 49 CFR 173.151a for the 
purposes of determining that a material does 
not present a hazard in transport, ceased op
erations on February 20, 2005. RSPA pro
grams have moved to the Pipeline and Haz
ardous Materials Safety Administration 
(PHMSA) in the DOT. 

NOTE 4: The DOT regulatory definition of 
an oxidizer was contained in § 173.151 of 49 
CFR, and the definition of an organic per
oxide was contained in paragraph 173.151a. 
An organic peroxide is a type of oxidizer. 

[45 FR 33119, May 19, 1980, as amended at 46 
FR 35247, July 7, 1981; 55 FR 22684, June 1, 
1990; 70 FR 34561, June 14, 2005; 71 FR 40259, 
July 14, 2006] 

§ 261.22 Characteristic of corrosivity. 
(a) A solid waste exhibits the char

acteristic of corrosivity if a represent
ative sample of the waste has either of 
the following properties: 

(1) It is aqueous and has a pH less 
than or equal to 2 or greater than or 
equal to 12.5, as determined by a pH 
meter using Method 9040C in ‘‘Test 
Methods for Evaluating Solid Waste, 
Physical/Chemical Methods,’’ EPA 
Publication SW–846, as incorporated by 
reference in § 260.11 of this chapter. 

(2) It is a liquid and corrodes steel 
(SAE 1020) at a rate greater than 6.35 

mm (0.250 inch) per year at a test tem
perature of 55 °C (130 °F) as determined 
by Method 1110A in ‘‘Test Methods for 
Evaluating Solid Waste, Physical/ 
Chemical Methods,’’ EPA Publication 
SW–846, and as incorporated by ref
erence in § 260.11 of this chapter. 

(b) A solid waste that exhibits the 
characteristic of corrosivity has the 
EPA Hazardous Waste Number of D002. 

[45 FR 33119, May 19, 1980, as amended at 46 
FR 35247, July 7, 1981; 55 FR 22684, June 1, 
1990; 58 FR 46049, Aug. 31, 1993; 70 FR 34561, 
June 14, 2005] 

§ 261.23 Characteristic of reactivity. 
(a) A solid waste exhibits the char

acteristic of reactivity if a representa
tive sample of the waste has any of the 
following properties: 

(1) It is normally unstable and read
ily undergoes violent change without 
detonating. 

(2) It reacts violently with water. 
(3) It forms potentially explosive 

mixtures with water. 
(4) When mixed with water, it gen

erates toxic gases, vapors or fumes in a 
quantity sufficient to present a danger 
to human health or the environment. 

(5) It is a cyanide or sulfide bearing 
waste which, when exposed to pH con
ditions between 2 and 12.5, can generate 
toxic gases, vapors or fumes in a quan
tity sufficient to present a danger to 
human health or the environment. 

(6) It is capable of detonation or ex
plosive reaction if it is subjected to a 
strong initiating source or if heated 
under confinement. 

(7) It is readily capable of detonation 
or explosive decomposition or reaction 
at standard temperature and pressure. 

(8) It is a forbidden explosive as de
fined in 49 CFR 173.51, or a Class A ex
plosive as defined in 49 CFR 173.53 or a 
Class B explosive as defined in 49 CFR 
173.88. 

(b) A solid waste that exhibits the 
characteristic of reactivity has the 
EPA Hazardous Waste Number of D003. 

[45 FR 33119, May 19, 1980, as amended at 55 
FR 22684, June 1, 1990] 

§ 261.24 Toxicity characteristic. 
(a) A solid waste (except manufac

tured gas plant waste) exhibits the 
characteristic of toxicity if, using the 
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